
Description 

Efficiency

Collaboration between the show designer and 
the camera operator.

Platform reserve

Up to 5 000 DMX universes in a single session.

Data storage

Stores the source project (compositions, effects, 
timeline, cue lists, schedule).

Import and management

Importing generative graphics from third-party 
software—such as TouchDesigner—via NDI.

Management capabilities

Capability to control up to 45 000 linear RGBW 
fixtures via the DMX protocol, with a total 
capacity of up to 2 500 000 pixels.

Light Stream Media Server is a powerful solution for dynamic 

lighting projects ranging from 1 500U to 32 768U.

Designed to control media facades with architectural 

lighting, it enables the management of large-scale scenarios 

and the display of real-time content (video or generative 

graphics), providing everything necessary to execute even 

the most complex projects.

Editing 

The show designer works using Light Stream 
software, which provides an instant preview of 
the result. The software displays a simplified 3D 
scene of the entire installation; this serves as a 
preview, allowing the designer to see how the 
object will look as a whole.

Media Server 

Performance

A powerful server for data processing and 
storage, featur ing efficient cooling and 
scalability.

Power supply

Redundant power supply unit consisting of two 
modules. Failure of one module does not stop 
the server. The second power supply unit is
housed within the same chassis, providing 
sufficient power headroom for the graphics card 
and full-load operation.

Real-time content 

Ability to create complex dynamic lighting 
scenarios and use generative content. Real-time 
content configuration and management.
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485 mm 440 mm

RAM

Ergonomics

Case Steel, 5U server chassis

Weight From 10 kg, depending on the configuration

Dimensions 485 mm • 440 mm • 220 mm 

Hardware

SSI-EEB, SSI-CEB, Extended ATX, ATX, Micro-ATX, Mini-ITXMotherboard

3.5" x 2 (compatible with 2.5" x 3)

+3.5" x 2 (compatible with SFX PSU) 2.5" x 4

16 cores, 32 threads

Disk drive bay

CPU

from 48 GB

from 5 070  12 GBGPU

from 1200 WPower

Cooling system

Power supply

Front 120 mm x 3 / 180 mm x 2
           (2 x Air Penetrator 184i PRO fans pre-installed)
Rear   Rear I/O: 120 mm x 1 / 140 mm x 2
           Rear fan mount: 80 mm x 2

Primary PSU slot: PS2 (ATX) / Mini Redundant
Secondary PSU slot: SFX (occupies 3.5" bay) 

Input/Output USB Type-C x 1
USB 3.0 х 2

8Expansion slots
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Dimensions

Technical 
Specifications



S  afety 
Do not expose this unit to rain or moisture, it will void the warranty.
Do not remove cover, no userserviceable components inside.

Package contents  
Light Stream Media Server

Industrial dual-use 
chassis system

Can be installed in a vertical
or horizontal position

Updated: September 2026www.lightstream.pro Datasheet

- In the event of mechanical or other damage to the delivered Goods caused by the Buyer
- To lamps, fuses, galvanic isolation units, and protection devices
- In the event that the Goods are repaired by the Buyer independently or through third-party organizations
- In the event of any modification to the design of the Goods
- To equipment or its components operated in violation of power quality and capacity requirements pursuant to GOST 13109-97 for power supply, 
  under emergency conditions, or subjected to lightning strikes, fire, or other extreme conditions
- To components of the Goods (including cables, external power supply units, and packaging)
- To parts not included in the scope of delivery;In the event of a violation of the wiring/connection diagram
- In the event of non-compliance with storage, transportation, and operation rules
- In the event of exposure of the product to chemicals or abrasive detergents
- In the event of product failure due to the fault of the Buyer (owner) resulting from using the product for purposes other than its functional 
  purpose specified in the product data sheet (passport)
- In the event of product damage caused by natural disasters or fire
- In the absence of the manufacturer's (Supplier's) identification/marking sticker on the Goods

Warranty service is not provided: 

Rails and hardware included

Rails and hardware
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